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PáSka OCELOvá 
Specifikace

válcovaná za studena válcovaná za tepla
Rozměrová norma – ČSN EN 10131, 10140 10048, 10051
Tloušťka [mm] 0,40–3,00 1,20–18,00
Šířka [mm] 19,00–1.540,00 800,00–1.540,00
vnitřní průměr svitku [mm] 508 ± 20 mm 508 ± 20 mm
vnější průměr svitku [mm] max. 1 900,00 max. 1 900,00
Hmotnost svitku [kg] max. 20 500 max. 23 000
Technické dodací podmínky ČSN EN 10130, 10139 ČSN EN 10025, 10111

Povrch
lesklý nebo lehce matný, po dohodě vhodný 
ke galvanickému pokovení

okujený, po dohodě vhodný ke galvanickému 
pokovení

STEEL STRiPS 
Specifications

Cold rolled Hot rolled
Comparable standards – CSN EN 10131, 10140 10048, 10051
Thickness [mm] 0.40–3.00 1.20–18.00
Breadth [mm] 19.00-1,540.00 800,00–1.540,00
inner diameter coil [mm] 508 ± 20 mm 508 ± 20 mm
Outer diameter coil [mm] max. 1,900 max. 1,900
Weight coil [kg] max. 20,500 max. 23,000
The delivery standards CSN EN 10130, 10139 CSN EN 10025, 10111

Surface finish
bright finish or easy matted, after agreement 
also fit for galvanic metallization

oxidized, after agreement also fit 
for galvanic metallization


